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A conceptual design for a lunar base is shown in Figure 2. An
800 kWe nuclear Stiding system is shown in the foreground. The
precursor small photovoltalc system is in the right background.
Due to the modularity of the Stlding power converters, units can
be added as power requirements increase, and units can be
replaced at the end of their design lifetimes with new or advanced
technology systems. The thrust of power development
for the 21st century will aim at lifetime goals of 10, 15, and
eventually 30 years, compared to the design baseline of 7 years
for present technology development.

CONCEPTUAL LUNAR BASE

Figure 2

Other possible applications for Stiding Space Power in the multi-
hundred kilowatt range include electric propulsion power for

science and unmanned cargo missions to the outer planets, power
for air and ocean traffic radar control systems, higher power
communication platforms and earth observing platforms, and
In-space materials processing facilities. Reference [1] provides a
description of potential future civil space missions that could be
enabled or substantially enhanced by the use of nuclear reactor

power.

The requirements and goals foreseen in the 21st century set the
framework for the technology programs of the 1990s. The NASA
Stifling Space Power Converter Program, shown in Figure 3, is a
series of significant steps in technology capability, bringing the
free-piston/linear alternator Stirring from its auspicious debut as a
technology demonstration in 1985 to its 1050 K space capability
In 1998 - the baseline program. Funding for development of the

1300 K machine to utilize the full capability of the SP-100 reactor
will be included under the Exploration Technology Program,
scheduled for initiation in 1993.
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FIGURE 3

STIRLING EXPERIENCE IN SPACE

There is no known experience of Stirling dynamic power
conversion systems having ever been flown in space; however, a
data base does exist for numerous Stiding cryocoolers which have
indeed flown aboard space missions [2]. Stiriing cryocoolers
operate using the same Stiriing cycle as does a power converter,
and the basic components are essentially the same. The primary
difference between the two devices, stated simply, is that one
operates in reverse of the other. A power converter absorbs heat
and generates electrical power, usually via a linear altemator
which is an integral part of the power piston. A cryocooler
operates In reverse - it accepts electrical or mechanical power to
drive its power piston; the "hot end" absorbs heat from its
"environment" creating localized cryogenic conditions.

Cryocoolers for space applications must meet some very stringent
requirements. These requirements include cooling power at the
appropriate low temperature with low input power, long lifetime,
reliable and maintenance-frea operation with minimum vibration
and noise, compactness and light weight. Space cryocooler
development activity over the last 6 years has been directed at the
achievement of 5-year lifetime with a 0.95 mission success rate.
References [2] and [3] outline those missions, all of which used
kinematic Stiritng Cryocoolers. Seven missions were identified;
some were missions of only 6 days, others for 2 years. One
mission functioned for six years until the satellite was Intentionally
destroyed. While some of the cryocoolers demonstrated life
potential by operating for extended periods of time, they all
experienced some type of degradation.

Limited lifetime and degradation of the kinematic coolers is
generally attributable to loss of working fluid through elastomerlc
seals, wear induced degradation due to mechanical rings and
seals, and contamination from material outgasslng and
condensing on the cold finger. Current plans for long-life

cryocooler missions call for totally hermetically sealed coolers or
use of gold wire seals with concomitant elimination of eiastomeric
seals; incorporation of non.wearing and non-touching parts via the

use of clearance seals and gas bearings, magnetic bearings, or
flexure bearings; and improved selection of materials (all metal
construction wherever possible) and processes to minimize



outgasstng.Theseevolutionarychanges lead to the same goals
set forth in the Stirling Space Power Conversion Program.

Reference [2] identifies 6 planned missions from May of 1991
through 1998 which will use the new 5 year life Stirling
cryocoolers. All of the long life units in Reference [2] are of the
free-piston class of Stiding cryocooler and five use the flexure
beadng demonstrated by the Oxford University in the early 1980's.
Flexures are used on both the compressor piston and on the
displacer; linear motors drive the compressor, and in some cases
contrci the displacer motion.

The fact that Stiding technology in the form of cryocoolers has
successfully flown in space, implies that Stirling technology in the
form of power converters should likewise perform as planned in
the space environment.

THE SPRE POWER CONVERTER

In October of 1986, the 650 K Space Power Demonstrator Engine

(SPDE) developed 25 kWe of engine P-V power. Results of this
engine testing are discussed in [4] through [6]. The SPDE was a
dual-opposed configuration consisting of two 12.5 kWe converters.
After this successful demonstration, the engine was cut in half.

One half is undergoing testing at NASA-LeRC and the other half
has completed testing at the contractor's site, Mechanical
Technology Inc. (MTI) in Latham, New York. These power
converters are now called Space Power Research Engines

(SPRE) and serve as test beds for evaluating key technology
areas and components. In [7], it was reported that electrical
power of 11.2 kWe at overall efficiency (electrical power out/heat

in) of about 19% had been achieved. This is approaching the
SPRE design goals of 12.5 kWe and efficiency greater than 20%.
The SPRE engine and some of the baseline engine testing are
described in some detail in [4] through [13]. Much of the work in
the past year has been focused on producing experimental data
for validating the HFAST engine performance code, being
developed by MTI, as part of a NASA contract. Two areas of
study have been: 1.) the sensitivity of the engine performance to
the displacer seal clearance, and 2.) the effects of varying the

piston centering port area. Cairelli and Swac [14] report that as
displacer seal clearance was increased from 2 rail (.OO2 inch)
radial clearance to 5 mils radial clearance, power is only mildly

degraded - about 500 watts, and there Is no apparent change in
measured P-V efficiency. This data implies that the design
clearance and tolerances for the displacer could be increased;
thus reducing fabrication costs and relieving some of the concern
about maintaining close running clearances for long operating
periods. They also repot't that modest increases in both P-V
power and efficiency may be achieved by reducing the number of
centering ports; but at a sacrifice of bearing port stiffness which

could impact the dynamic response and stability of the system.

Testing in the remainder of 1991 will attempt to verify potential
performance Improvements suggested by HFAST studies
conducted by MTI. Power improvements as great as 3 kWe with
accompanying efficiency gains of 2% may be achievable.

THE COMPONENT TEST POWER CONVERTER ((3TPC)

The Component Test Power Converter (CTPC) is a logical
intermediate step providing an incremental evaluation of critical

technologies to be incorporated into the 25 kWe Space Power
Converter. Those critical technologies have been identified as:
bearings, materials, coatings, linear alternators, mechanical and
structural issues, and heat pipes. The CTPC "cold" end provides
a test vehicle to identify problem areas and develop individual
"cold" end components and sub-assemblies. Specifically the

CTPC "cold end" will provide early test and evaluation of the
mechanical design at 525 K, bearing operation at 525 K, and
structural and mechanical design of the linear alternator.

STIRUNGPOWERCONVERTER

FIGURE 4

CTPC Cold End Testing

The hot end of the CTPC will not be available until the Fall of

1991. It was considered prudent to take advantage of this interim
time period to evaluate the impact of temperature on close
clearance seal and bearing surfaces in the cold end of the power
converter; the potential for binding of close clearance reciprocating
surfaces increases with increase in operating temperature. The
linear alternator is being powered by an external power supply
and functions as a linear motor to ddve the power piston in a
reciprocating manner, thus simulating the operation of the power
converter. A hot oil is pumped through the "cooler" heat
exchanger creating a temperature environment similar to that
expected in the functioning power converter. The design
approach for the CTPC running surfaces was to use an abradable
surface, carbon graphite sleeve, against a hard surface, aluminum
oxide. The abradable surface must be soft enough to wear rather
than cause a jam in the event of a rub. Following testing at each
temperature increase, the converter is disassembled and

inspected, looking for evidence of rubs. Testing began at room
temperature conditions and has been gradually increased to 420 K
without incident. Testing willcontinue, by incrementally increasing
temperature, until proper operation has been. achiev_l at the final
cold end temperature of 525 K.



CTPC Unear Alternator

The prior generation SPRE linear altemator demonstrated greater
than 90% efficiency in an operating power converter at design
conditions: 150 bar pressure, a temperature ratio of 2, and 10 mm
piston amplitude. This altemator demonstrated a basic
understanding of linear machine technology and validated the
design codes used in Its development.

The current generation CTPC linear alternator is quite similar in
design to the SPRE with the exception that it must operate at a
coll end temperature of nominally 525 K, 200 K hotter than the
SPRE. Because the alternator could reach a peak temperature of
575 K, close to the upper operating limits of Samadur_ Cobalt,,
magnets, a test facility was developed at LeRC to characterize
samples of magnets from a variety of vendors at power converter
operating temperatures. Results indicate that suff¢ient design
margin exists for Sm-Co magnets operating at this temperature,
If the design takes into account the effects of high temperatures

on magnet performance. [15]

Early testing of the CTPC alternator has yielded an 85%
efficiency. A bench top Investigation has shown that the alternator
was damaged during fabrication - many of the individual magnet
segments are electrically shorted to their supporting Inco 718 tie
rods and spacer rings; the shorts permit eddy current losses• As
designed, each magnet was to be electrically insulated from its
support structure. Because the alternator generates greater than
desired losses, these additional losses will be manifested as heat
and will actually provide a worst case test condition for this phase
of high temperature testing. A second alternator is being
fabricated using a deep oxide technique on the magnets to
guarantee good electrical insulation and to demonstrate the
expected efficiency. This technique should be acceptable for the
final space design because the approach eliminates organic
insulating materials which can outgas and contaminate the Helium
working fluid.
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1300 K REFRACTORY STIRUNG POWER CONVERTER

The current Stiding technology development contract with MTI
specifies a superalloy power converter which must be capable of
operating for 60,000 hours at a hot end temperature of 1050 K
and a coid end temperature of 525 K (temperature ratio of 2).
1050 K is the highest temperature deemed feasible for superalloy
use. While this is an intermediate step to demonstrate technology

solutions to problems associated with the effects of high
temperature gas bearings, clearance seals and other ctose fit
components, the 1050 K power converter could actually be
considered for space power applications with the SP-100 reactor
operating at 1100 K; this technology could also be applied to solar
dynamic power conversion. Certainly one advantage of superalloy
technology is its compatibility, without special surface treatment,
with the carbon dioxide atmosphere of Mars. The ultimate goal,
however, of the space Stiding program is to develop the
technologies for a refractory metal Stiding power converter with a
hot end temperature of 1300 K and a cold end temperature of 650
K; 1300 K is considered the maximum outlet temperature from the
SP-100 reactor and gives the concomitant system advantages
shown in Figure 1. The objective is to take 1050 K superalloy
technology and to evolve into 1300 K technology by direct
substitution of refractory materials. The Materials Divlston at
NASA LeRC has substantial experience In the application of
refractory materials, and has been developing materials for use in
the hot components of the SP-IOO reactor. As a first step toward
the 1300 K technology development for the Stirllng power
converter, the Materials Division has compiled a list of refractory
material candidates (Table 1). The table lists the LeRC ratings for
each alloy as to jolnabillty, fabricability, availability, data, and
vacuum required, on a scale of 0 to 10 with 10 being the best.
The current contract with MTI calls for the refractory design to be
carded through the conceptual design phase. That activity has
started and will continue through FY91.

TABLE 1
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STIRLINGLIFEANDRELIABILITY

Reference[2|provides a data base which shows the operating
experience of numerous models of Stifling machines: kinematic
and free-piston, high-power and low-power, cryocoolers and power
generators. Some Stifling machines (typically free-piston
machines) have achieved long life by incorporating non-contact
beedngs, while other Stirling machines (typically kinematic
machines) have achieved long operating life through regular seal
and beedng replacements.

Several examples of long.lived Stiding machines are reported; one
outstandingexample isthe10.7watt,radloisotopeheated Harwell

D-2 Lab Unitreportedby E.H.CookeoYarborough in 1990. This

diaphragm typeStidingwas takenoutofserviceon May 22, 1987
with 110,000 hours of continuous service and 3.3 x 1010

oscillations.[I8]

The "Stiding Experience In Space" section of this paper shows
that 5 year life for free-piston Stidlng cryocoolers Is an attainable
goal. Reference [2] cites three examples of kinematic Stirling
cryocoolers used on space missions which demonstrated life from
2 to 5 years, and this was accomplished using engineering
prototypes not even designed with the space application in mind.
In 1983, under NASA contract DEN 3-333, Mechanical
Technology Incorporated (MTI) began endurance testing of the
EM-2 free-piston Stiding engine. The EM-2 was a nominal 2 kWe
machine Incorporating a combustion heater, hydrostatic gas
journal bearings, and saturated plunger type linear alternator. The
power converter was operated at low-power conditions and full-
power conditions ever 282 planned starts/stops. At the end of
5385 hours, only minor scratches were discovered due to the

numerous dry starts/stops and no debds was generated [17, 18].
The heater temperature for this power converter was 1033 K -
similar to the heater temperature for the superalloy space power
converter (1050 K).

The heater heed of Stirting power conversion systems is the major
design challenge in that heater head creep Is predicted to be the
life-limiting mechanism for Stiding. The difficulty in creep analysis
stems from Inadequate knowledge of elevated temperature
material behavior and inadequate knowledge of inelastic analysis
techniques. Typically, the high operating temperatures and long
operating periods of Stiding engines are taxing the ultimate
capabilities of even the strongest superalloys. A Stiding engine
designer should be aware of such high temperature phenomena
as ductility troughs, dynamic strain aging, creep thresholds, creep
ratchetting, creep.fatigue interaction, thermomechanical fatigue,
etc .... for these will limit the heater head's long term durability.
The designer should also be aware that the typical elastic-plastic
finite element (FEM) analysis is inappropriate for the heater head
at these extreme temperatures. An elestic-plastlc FEM analysis
for the heater head has the problem of being a time independent
analysis while the dominating material behavior for this application
is time dependent. Thus, an inelastic FEM analysis incorporating
an appropriate viscoplastic constitutive model should be utilized
in the heater head analysis and design. [19]

The proposed Starfish heater head design of the Space Stiding
Power Converter simplifies the manufacture and extends the life

capability of the Stiding Hot End (Rg. 5). In the Starfish design
there are a multitude of passages in each fin. The outer most

passage location of each fin is an area of concern. In order to
minimize the temperature drop In the system, the wall thickness
of this passage is very thin (,, 0.75 ram) and the stress state is

biaxial due to the intemal pressure stresses and axial stress. The
magnitude of this biaxial stress state will increase with time due
to creep (or relaxation) mechanisms. The goal of this program
element is to study the heater head problems both experimentally
and analytically, and then incorporate these findings into the final
design. This will also include a life assessment of the final heater
head design.

FIGURE 5 - STARFISH HEATER HEAD

Analyses have already shown that start-stop cycles and the
phenomena of thermomechanical ratchetting must be considered
when designing Stiding heater heads. [20] Figure 6 shows that for
space nuclear applications, where starts-stops are limited, the
heater head can run at significantly hotter temperature than those
terrestrial applications requiring orders-of-magnitude higher starts-

stops.

DESIGN CONSIDERATIONS FOR STIRLING ENGINE
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CONCLUDING REMARKS

o Sfiding Space Power Converters have the potential to
significantly advance the state-of-the-art of nuclear space power
systems, and can provide low mess, compact power systems for
a wide range of NASA future missions.

o Stiding machines In the form of kinematic cryocoolers, have
already flown successfully on long-term space missions.

o Development testing and improvement of the Space Power
Demonstrator Engine will demonstrate the flexibility and ultimate
performance capability of the original free.piston/linear alternator
25 kWe machine. The design codes will be modified and
verified by the test results to enhance future designs.

o Component test development will be carried out at the 12.5 kWe
per cylinder size, to demonstrate the viability of new designs for
a 1050 K hot end, 525 K cold end, 50 kWe Space Stifling
Power Converter.

o Initial design processes leading toward a 1300 K hot-end Stidlng
machine at 50 kWe, have begun to identify materials
applicability for construction of the next generation of Stifling
Space Power Converters.

o Analytical predictions of the life limiting mechanisms for Stifling
Power Converters wii|be correlated with experimental data and
Integrated with the design process to produce a realistic
assessment of the final machine lifetime.

References

[1] "NASA's Need for Advanced Nuclear Power Sources,"
January, 1989, Report for the Subcommittee on Science,
Technology and Space of the Committee on Commerce,
Science and Transportation, U.S. Senate.

[2] Ross, B.A., and Dudenhoefer, J.E., "Stiding Machine
Operating Experience," IECEC Proceedings, Paper No.
910512, 1991.

[3] Chan, C.K., Tward, E., and Butt, W.W., "Overview of Cryo-
cooler Technologies for Space Based Electronics and
Sensors," Advances in Cryogenic Engineering, Vol. 35,
1990.

[41 Dochat, G.R., "Frea-Piston Stiding Engine for Space Power"

Proceedings of the Twenty-Second Automotive Technology
Development Contractor's Coordination Meeting, Society of
AutomoWe Engineers, Warrendale, PA, 1984, pp. 209-213.

[5] Slaby, J.G., "Overview of Free-Piston Stiding SP-100
Activities at the NASA Lewis Research Center," NASA
TM-87224, DOE/NASA/1005-8, 1986.

[6] Slaby, J.G., "Free-Piston Stirling Technology for Space
Power," NASA-TM-101956, 1989.

[7] Dudenhoefer, J.E., "Programmatic Status of NASA's CSTI

High Capacity Power Stiding Space Power Converter
Program, Proceedings 25th IECEC, Reno, Nevada, NASA
TM 103142, 1990.

[8]

[9]

[10]

[11]

[12]

[13]

[14]

[15]

[16]

[17]

[18]

[19]

[20]

J.G. Slaby, "Overview of the 1985 NASA Lewis Research
Center SP-100 Free-Piston Stirling Engine Activities," NASA
TM-87028, DOE/NASA/1005-5, 1985.

J.G. Slaby, "Overview of Free-Piston Stiding Technology at
the NASA Lewis Research Center," NASA TM-87156,
DOE/NASA/IO05-7, 1985.

J.E. Cairelli, "SPRE I Free-Piston Stirling Engine Testing at
NASA Lewis Research Center," NASA TM-100241, 1988.

J.E. Cairelfi, et al., "Results From Baseline Tests of the

SPREI and Comparison With Code Predictions," NASA
TM-102044, 1989.

J.E. Cairelti, et al., "Update on Results of SPRE Testing at

NASA," Proceedings of the 25th lntersociety Energy
Conversion Conference, August, 1990, pp 237-244.

Rauch, J.S., Botton, R.J., and Short, H .F., "SPRE Altemator
Dynamometer Test Report," NASA CR.182251, 1990.

Cairelli, J.E., et al., "Update on Results of SPRE Testing at
NASA Lewis," Proceedings of the 26th Intersociety Energy
Conversion Conference, August, 1991, Paper No. 910182.

Niedra, J.M., and Overton, E., "23 to 300 C Demagnitization
Resistance of Samarium-Cobalt Permanent Magnets,"
NASA TP 3119, 1991.

Stirting Machine World, March, 1990 issue, available from
Brad Ross, Editor, Stirltng Machine World,
1823 Hummingbird Court, West Richland, Washington.

Rauch, J., and Dochat, G., "Free-Piston Stirling Engine/
Linear Alternator 1000-Hour Endurance Test,"
DOE/NASA/033-1, NASA CR.174771, 1985.

Mechanical Technology, Inc., "Free-Piston Stirling Engine

Endurance Testing 5000 Hour Test Summary,"
DOE/NASNGRI, Contract DEN 3-333, Letter Report, 1985.

Halford, G.R. and Bartolotta, P.A., "Stirling Engine .
Available Tools for Long Ufe Assessment," Proceedings of

Eighth Symposium on Space Nuclear Power Systems .
Part 2, pp 581-585, January, 1991.

Freed, A.D., "High Temperature Vlsooplastic Ratchetting:
Material Response on Modeling Artifact," Proceedings of
Eighth Symposium on Space Nuclear Power Systems -
Part 2, pp 575.580, January, 1991.





N/ A
Administration

Report Documentation Page

1. Report No. I 2. Government Accession No. 3. Recipient's Catalog No.

NASA TM-104512 I
4. Title and Subtitle 5. Report Date

Status of NASA's Stirling Space Power Converter Program

7. Author(s)

James E. Dudenhoefer and Jerry M. Winter

9. Performing Organization Name and Address

National Aeronautics and Space Administration
Lewis Research Center

Cleveland, Ohio 44135- 3191

12. Sponsoring Agency Name and Address

National Aeronautics and Space Administration

Washington, D.C. 20546-0001

6. Performing Organization Code

8. Performing Organization Report No.

E-6381

i0. Work Unit No.

590-13-11

li'. Contract or Grant No.

13. Type of Report and Period Covered

Technical Memorandum

_4. Sponsoring Agency Code

15, Supplementary Notes

Prepared for the 26th Intersociety Energy Conversion Engineering Conference cosponsored by ANS, SAE, ACS,
AIAA, ASME, IEEE, and AIChE, Boston, Massachusetts, August 4-9, 1991. Responsible person, James E.
Dudenhoefer, (216) 433 - 6140.

16. Abstract

An overview is presented of the NASA-Lewis Research CenterFree-'_ston Stirling Space Power Converter Technology

Program. T'_is work is being conducted under NASA's Civil Space Technology Initiative. The goal of the CSTI High
Capacity Power Element is to develop the technology base needed to meet the long duration, high capacity power
requirements for future NASA space initiatives. Efforts are focused upon increasing system power output and system

thermal and electric energy conversion efficiency at least fivefold over current SP-100 technology, and on achieving

systems that are compatible with space nuclear reactors. This paper will discuss Stifling experience in space and progress
toward 1050 K and 1300 K Stirling Space Power Converters,-'Fabrication is nearly completed for the 1050 K Component
Test Power Converter (CTPC); results of motoring tests of the cold end (525 K), are presented. The success of these and

future designs is dependent upon supporting research and technology efforts including heat pipes, bearings, superalloy

joining technologies, high efficiency alternators, life and reliability testing and predictive methodologies. This paper
provl-des._n update.of progress in some of these technologies leading off with a discussion of free-piston Stirling experi-
ence in space. \

17. Key Words (Suggested by Author(s))

Stifling engine
Power converters

18. Distribution Statement

Unclassified - Unlimited

Subject Categories 20 and 44

19. Security Classif. (of the report) 20. Security Classif. (of this page) 21. No. of pages 22. Price*

Unclassified Unclassified 8 A02

NASAFORM1626OCT86 *For sale bythe NationalTechnicalInformation Service, Springfield,Virginia 22161


